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CHASE 



Utters m tnis catalog a campxete 
Line of Correctly Designed and 
Properly Constructed Fixtures 




In this plant, one of the laigest of its kind, aU 
Chase lighting iixture metal ports are fabricated 




This plant, almost a mile in length, is one 
of three large Chase brass and copper mills 




■• Here is a view of the Chase rolling jnills. where 

^ brass and copper are rolled and annealed 



Factories 
and 

Facilities 



Ever since the year 1837, that is 100 years 
ago, the manufacturing plant of the 
Chase Brass & Copper Co. has main- 
tained a keen interest in the progress 
and advancement of lighting equipment. 
Starting with candlestick holders, then to 
kerosene lamps, Bunsen burners and fi- 
nally to the manufacturing of a complete 
line of Residential and Commercial Light- 
ing Fixtures. 

Chase Lighting Fixture metal parts are 
made of rust-proof Brass or Copper, and 
the fabrication of metal parts used in the 
construction of Chase Fixtures is all done 
in our own plant under our own super- 
vision. 

The designing and manufactixring of 
Chase Fixtures is managed by a compe- 
tent staff, many of whom have devoted 
their entire business lives to lighting. We 
are fortunate in securing the services of 
designers, mechanics and supervisors 
who have an intimate and thorough 
knowledge of Lighting Fixtures. 

You may feel sure that in selecting Chase 
Fixtures you have correct designs, prop- 
er mechanical construction and the as- 
surance that, with the exception of brack- 
ets that have French hooks, which are 




not considered an approved style of 
construction by the National Board of Fire 
Underwriters, Chase Fixtures bear the 
label of approval of the National Board 
of Fire Underwriters, 

Chase Fixtures are sold only through 
qualified Electrical Dealers and Contrac- 
tors. 



Chose Tower 

A complete and permanent display of 
Chase Lighting Fixtures is maintained on 
the entire 48th floor at Chase Tower — 
10 East 40th St., New York City. 

Here most of the Chase Fixtures are sep- 
arated into various period designs and 
appropriately displayed in alcoves which 
are decorated in the same style as the 
fixture. 

To all distributors of lighting fixtures and 
to your prospects and customers, we ex- 
tend a cordial invitation to see this beau- 
tiful display of ceiling fixtures, wall 
brackets and lanterns. 
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THE ADVANTAGES OF 




SCIENTIFIC LIGHTING 



Glare Blinds and Darkness Strains the Eyes 

The wrong kind of light is injurious to the eyes and is just as bad as not 
having enough light. 

For example, too bright a light concentrated in a small spot with the rest of 
the room improperly lighted or in darkness, is harmful to the eyes because 
of the extreme contrasts between the intense light and dark areas, and causes 
nervousness and fatigue. 

Ceiling Fixtures Give Best Results 

The importance of not only adequate lighting throughout a room, but an 
adequate amount of light properly distributed for eye protection, can be ac- 
complished best with the use of a ceiling fixture. 

Scientific Light Saves Eyesight 

Scientific light is diffused, glareless light, light that is evenly distributed 
throughout a room, so that there are no areas of semi-darkness. A large per- 
centage of defective eyesight is caused by improper light, and is a reason for 
many a backward school child. And that tired feeling brought on by reading 
or playing cards under inadequate light, or glaring light, can be avoided by 
properly lighting the room with scientific, diffused light. 

Diffused Light is Restful to the Eyes 

Tired feet make a tired body, but tired eyes make one mentally and physical- 
ly weary. Under the right kind of light, the eyes are relaxed, and can see 
without effort. Diffused light is science's best approach to daylight. It is so 
natural to the eyes that it makes reading and working indoors easy on the 
eyes and restful. 




CHASE "EVEN-GLOW * 

Give Scientiiic 




BEFORE: Excessive glare from the fixtures in this room causes 
uncomfortable seeing conditions; it also causes headaches, 
nervousness and fatigue. 




AFTER: Here's the same room properly lighted with Chase 
"Even-Glow" fixtures. There is no semi-darkness, no irritating 
bright spots to annoy the eyes. 



Scientifically Designed 

Chase "Even-Glow" Fixtures were one of the first 
complete residential lines designed to give Scientif- 
ic Light. They were designed by an outstanding 
illuminating engineer and experienced lighting fix- 
ture designers after much study and research, to 
give better light in the homes of today. 

Diffused Light 

Chase "Even-Glow" Fixtures give correct light be- 
cause they direct the light to the ceiling from where 
it is reflected evenly throughout the room. 

More Light at Same Cost 

Chase "Even-Glow" Fixtures give more light at no 
extra current cost. How? By using one large bulb 
rather than several small bulbs. A single 200 watt 
bulb in a Chase "Even-Glow" fixture gives 3,400 
units of light or L240 units of light more than do five 
40 watt bulbs in an ordinary fixture using the same 
amount of current. That is, you get 57% more light 
from a large bulb in a Chase "Even-Glow" Fixture 
— plus modern Scientific Light. 

New Bowls 

The bowls of Chase "Even-Glow" Fixtures are 
moulded of translucent plastic. These plastic bowls 
give a pleasing, soft, glareless light. They are ex- 
tremely durable — practically shatterproof — light in 
weight, and easier and safer to handle. 

Finishes 

There are beautiful, lasting finishes applied to these 
Chase "Even-Glow" Fixtures and the prices are 
within reach of the purse of the average home 
owner and builder. 

*Trade Mark 




Do not use a larger bulb than the size recommended for each 
Chase "Even-Glow" Fixture. Use only Inside frosted bulbs for 
even illumination. 



LIGHTING FIXTURES 

Illumination 




One-light bracket with a Plastic reflector. Metal One-light ceiling fixture with an 8" Plastic reflector, 

star decorations are in the shade. Over-all length Over-all length 9". Takes up to and including a 60 

14". Extends 7'\ Has switch. Finish: Pewter and Gold. watt bulb. Finishes: English Bronze or Tonod Pe\\^*er. 



No. 1575 

One-light ceiling fixture with a I6V2'' Plastic re- 
flector metal trimmed. Over-all length 27". Takes 
up to and including a 200 watt bulb. Finish: Pew- 
ter and Gold. 




No, 1572 

One-light ceiling fixture with a 16'' Plastic reflector 
trimmed with a metal gallery. Over-all length 24''. 
Takes up to and including a 200 watt bulb. Fin- 
:*ches: Ivory and Gold or Toned Pewter. 



No. 1530 

One-light ceiling fixture with a 15%" Plastic re- 
flector metal trimmed. Over-all length 24". Takes 
up to and including a 200 watt bulb. Finishes: 
Ivory and Gold or Toned Pewter. 



No. 1558 

One-Jight ceiling fixture with a 12" Plastic reflector 
metal trimmed. Over-all length 19". Takes up to 
end including a 100 watt bulb. Finishes: Ivory and 
Gold or Toned Pewter. 



No. 1568 

One-light ceiling fixture with a 12" Plastic reflector. 
Over-all length 19". Takes up to and including a 
100 watt bulb. Finishes: Ivory and Gold or Toned 
Pewter. 
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No. 1573 

One-light ceiling fixture with a 16" Plastic reflector. Over-all 
length 25 Mi". Takes up to and including a 200 watt bulb. Fin- 
ishes: Ivory and Gold or Toned Pewter. 



No. 1560 

One-light bracket with a 6'' Plastic reflector. Back plate 5" x 374*'. 
Extends 7" from wall. Suitable for 25 or 40 watt bulbs. Has 
switch. Finishes: Polished Gold, Polished Chromium, Toned 
Pewter, English Bronze or Ivory and Gold. 

No. 1562 

Two-light bracket with 6" Plastic reflectors. 

Back Plate 5" x SV..". Over-all spread 1374". Suitable for 25 or 














1 561 




1 





40 watt bulbs. Has switch. Finishes: Polished Gold, Polished 
Chromium, Toned Pewter, English Bronze or Ivory and Gold. 

No. J 53 J 

One-light ceiling fixture with a 15%" Plastic reflector. Over-all 
length 24". Takes up to and including a 200 wait bulb. Finishes: 
Ivory and Gold or Toned Pewter. 

No. 1561 

One-light bracket with a 6" Plastic reflector. Back plato 5" x 3^4". 
Extends 7". Suitable for 25 or 40 watt bulbs. Has switch. Fin- 
ishes: Polished Gold, Polished Chromium, English Bronze, TomJ 
Pewter or Ivory and Gold. 
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1218 

light ceiling fixture with a 6" Plastic reflector, 
i-all length 20''. Width 91/2''. Suitable for 25 
0 watt bulbs. Finishes: Polished Gold, Toned 



No, 1219 

One-light bracket with a S^/^" Plastic reflector. Back 
plate 514" X 4''. Extends 6''. Suitable for 25 or 40 
watt bulbs. Has switch. Finishes: Polished Gold, 
Toned Pewter. 



No. 1217 

Five-light ceiling fixtures with 6" Plastic reflectors. 
Over-all length 271/2". Spread 22''. Suitable for 
25 or 40 watt bulbs. Has 3 way switch. Finishes: 
Polished Gold, Toned Pewter. 



No. 1220 • 

Five-light ceiling fixture with 6" Plastic reflectors. 
Over-all length 27'\ Spread 20". Suitable for 25 
or 40 watt bulbs. Has 3 way switch. Finishes: 
English Bronze or Pewter and Gold. 



No. 1Z39^ 

One-light ceiling fixture with a 6'^ Plastic refieclo?.^^ 
Over-all length 121/2''. Width BV^''. Suitable., JfoiJ^ 
25 or 40 watt bulbs. Finishes: English Bronsg. 91,0, 
Pewter and Gold. 



No. 1222 

One-light bracket with bYz'' Plastic reflector. Back 
plate 4-/2". Extends Suitable for 25 or 40 watt 
bulbs. Has switch. Finishes: English Bronze or 
Pewter and Gold. 



No. 1223 

Three-light ceiling fixture with 6'' Plastic reflectors. 
Over-all length 27''. Spread 18". Suitable for 25 
or 40 watt bulbs. Finishes: English Bronze or Pew- 
ter and Gold. 
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1224 



No. 1251 

Three-light ceihng fixture with 6'^ Plastic reflectors. 
Over-all length W\ Spread U'\ Suitable for 25 
or 40 watt bulbs. Finishes: English Bronze or Pew- 
ter and Gold. 



No. 1224 

One-light wall bracket with a 6'' Plastic reflector. 
Back plate 41/2''. Extends 6''. Suitable for 25 or 40 
watt bulb. Has switch. Finishes: English Bronze 
or Pewter and Gold. 



No. 1237 

Five-light ceiling fixture with 6'' Plastic reflectors. 
Over-all length 36^'. Spread 18y2''. Suitable for 
25 or 40 watt bulbs. Finishes: English Bronze or 
Pewter and Gold. 
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No. 1559 

One-light ceiling fixture with a 12" Plastic reflector. 
Over-all length 10". Takes up to and including a 
100 watt bulb. Finishes: Ivory and Gold or Toned 
Pewter. 



No. 1569 

One-light ceiling fixture with a 12" Plastic reflector. 
Over-all length 11". Takes up to and including a 
100 watt bulb. Finishes: Satin Chromium, English 
Bronze, Toned Pewter or Ivory and Gold. 



No, 1570 

One-light ceiling fixture with a 12" Plastic reflector. 
Over-all length 10^/^". Takes up to and including 
a 100 watt bulb. Finish: Polished Chromium. 
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CHASE 
LIGHTING 
FIXTURES 




Suitable for 



This dining room is lighted with the 
No. 1261 Chase ceiling fixture and two 
No. 1262 Chase brackets. 



Early American and Colonial Interiors 



The Chase Lighting Fixtures in this group have 
boen designed to meet the growing demand for fix- 
tures for the Colonial and Early American type 
homes of today that are being built throughout 
the country. 

We have developed a wide range of designs, in- 
c hiding wa!l brackets, ceiling fixtures, hall and porch 
ionterno end b^am lights which are suitable in both 
design and finish for interiors of this type. 



These fixtures range from authentic Early Colonists' 
designs to the more modernized Colonial that is so 
popular today. 

Chase Lighting Fixtures are made of Chase Brass 
or Copper which will not rust or deteriorate, and 
assuring the owner a long life for his fixtures. The 
beautiful finishes applied to Chase Fixtures are also 
lasting because of the rustproof basic metal on 
which they are applied. 



li 




Two-light bracket with etched glass chimneys. One-light bracket with etched glass chimneys. 

Back plate 4^/0 Spread 8''. Has switch. Finishes: plate 41/2''. Height 9''. Extends 5^2". Has s 

English Bronze, Colonial Brass. Finishes: English Bronze, Colonial Brass. 



No. 1240 

Five-light ceiling fixture with etched glass chimneys. 
Over-all length 36'^ Spread 161/2''. Finishes: English 
Bronze, Colonial Brass. 



No. 1238 

Tive-lkjhX ceiling fixture with cut glass chimneys. 
Over-cJl length 181/2''. Spread 26''. Finishes: Eng- 
lisli- B^n:3e or Pewter and Gold. 



No. 1233 

Five-light ceiling fixture with cut glass chimneys. 
Over-all length 36". Spread 26". Finishes: Pewter 
and Gold or English Bronze. 



No. 1248 

One-light bracket with cut glass chimneys. Back 
plate 41/2''. Extends 6". Has switch. Finishes: Eng- 
lish Bronze or Pewter and Gold. 
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1241 






No. 1241 

One-light ceiling fixture with cut glass chimney. 
Over-all length 12''. Width 8i/4''. Finishes: English 
Bronze, Pewter and Gold, Colonial Brass. 

No. 1243 

One-light bracket with cut glass chimney. Back 
plate 41/2''. Extends 5''. Has switch. Finishes: 
English Bronze, Pewter and Gold, Colonial Brass. 




No. 12SQ 

Three-light ceiling fixture with cut glass chimneys. 
Length 14''. Spread 12". Finishes: English Bronze, 
Pewter and Gold, Colonial Brass. 

Two-light wall bracket with cut glass ci 'lijiei 'i 
Back plate 41/2". Spread 9". Has switch. I h is;h*Ki: 
English Bronze, Pewter and Gold, CoiorAioI .msB. 



No. 1242 

Five-light ceiling fixture with cut glass chimneys. 
Over-all length 36". Spread 161/2". Finishes: Eng- 
lish Bronze, Pewter and Gold, Colonial Brass. 
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No, 1104 

One-light bracket. Back plate AY/\ Extends 4i/4", 
Has sv^tch. Finishes: English Bronze, Colonial Brass, 
Ivoiy and Gold. 




No, 1266 

One-light bracket. Back plate 41/2". Height 8''. 
tends Has switch. Finishes: English Bronze, 
ionial Biass or Ivory and Gold. 



Ex- 
Co- 



No. 1101 

Five-Hqht ceiling fixture. Over-all length 12''. Spread 
16". Finishes: English Bronze or Colonial Brass. 



No. 1099 

Three-light ceiling fixture. Over-all length 10''. 
Spread 10". Finishes: English Bronze, Colonial Brass 
or Ivory and Gold. 

No. 1106 

Two-light bracket. Back plate 41/2". Spread 71/2". 
Extends 3". Has switch. Finishes: English Bronze, 
Colonial Brass or Ivory and Gold. 

No. 1265 

Two-light bracket. Back plate 41/2". Height 8". 
Spread 7^/^". Extends 4". Has switch. Finishes: 
English Bronze, Pewter and Gold, Ivory and Gold, 
Colonial Brass. 
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No. 1236 

Five-light ceiling fixture. Over-all length 36''. 
Spread 20". Shades not included. Finishes: Cop- 
per and Weathered Brass or Pewter and Gold. 

No. 1198 

Two-light wall bracket. Back plate 51/4" x 3%". 
Spread 7%". Has switch. Finishes: Pewter and 
Gold, Ivory and Gold, English Bronze or Copper 
and Weathered Brass. 



No. 1202 

One-light wall bracket. Back plate 5i/i" x 3*'s". 
Extends 4%". Has switch. Finishes: Pewter and 
Gold, Ivory and Gold, English Bronze or Copper 
and Weathered Brass. 

No. 1245 

Three-light ceiling fixture. Over-all length 36". 
Spread 16". Shades not included. Finishes: Cop- 
per and Weathered Brass or Pewter and Goid. 




262 




Wo. 1263 

One-light bracket with a cast-back and etched glass 
chimziey. Length 13''. Extends 7^^". Has switch. 
Finishes; Weathered Brass or Colonial Brass. 




No. 1262 

Two-light bracket with a cast back and etched glass 
chimneys. Height 13". Spread 71/2". Extends 5". 
Has switch. Finishes: Weathered Brass or Colonial 
Brass. 



No. 1261 

Five-light ceiling fixture with etched glass chim- 
neys. Over-all length 36". Spread 19". Finishes: 
Weathered Brass or Colonial Brass. 
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No. 1150 No. Ilbl 

One-light bracket with a cast back. Height 13". Two-Hght bracket with a cast back. Height 13". 

Extends 7i/^". Has switch. Shield not included. Spread 7%". Extends 5''. Has switch. Shields 

Finishes: Weathered Brass or Colonial Brass. not included. Finishes: Weathered Braso o* Cc 

lonial Brass. 



No. 1142 

Five-light ceiling fixture. Over-all length 36''. 
Spread 18''. Shades not included. Finishes: Weath- 
ered Brass or Colonial Brass. 
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No. 020 

One-light bracket. Height IQW^ Extends 4''. Width 
8'". Has pull chain socket. Fitted with sea-green 
bull's eye glass disc. Finish: Toned Pewter. 

No, 024 

Ciie-liqht bracket. Height 131/2''. Extends 3%'\ 
Wic^th. SYz''- Has pull chain socket. Finish: Toned 
Pewter. 




No, 030 

Fi '7e-light ceiling 



fixture. Over-all length 36" 



Spread 2Q'\ Finish: Combination of Barn Red and 
Pewter. 

No. 1700 

One-light bracket. Height 11''. Extends 41/2". Width 
8". Same design as No. 020 except it has no glass 
center. Has pull chain socket. Finish: Toned Pewter. 

No. 026 

One-light bracket. Height 101/2''. Extends 3%". 
Width 4y2". Has pull chain socket. Finish: Toned 
Pewter with Brass star. 
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No. 031 

Five-light ceiling fixture. Over-all length 36". Spread 
22". Finish: Combination of Corn Yellow and Toned 
Pewter. 



Two-light bracket. Height over-all 13' 



No. 021 
Extends 4". 



Width 71/2". 
Pewter. 



Has pull chain socket. Finish: Toned 



No. 023 

One-light bracket. Height over-all IT'. Extends 4". 
Width 9''. Has pull chain socket. Finish: Toned 
Pewter with Brass center. 



Nc. 025 

One-light bracket. Height 12". Extends 4". Width 
7". Has pull chain socket. Fitted with green bull's 
eye glass panel. Finish: Toned Pewter. 
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CHASE 
LIGHTING 
FIXTURES 




Suitable for 

Federal Interiors 



This dininq room is lighted with the 
Chase No. 1601 ceiling iixtuTe and No. 
1653 wall brackets. Larger illustra- 
tions of these fixtures are shown on 
opposite page. 



Because of the close relation of Directoire, Empire, 
C::)lordaL Adam, Hepple white, Sheraton and Duncan 
^' jyra '^signs, the Chase Fixtures in this Federal 
9roa|) may be used satisfactorily with any of these 
peiitiOL*. ';'hey are shown on pages 25, 26, 27 and 28. 

T\<5 T.iteriors of the Federal era were generally 
w>il,-- high ceilinged, and the doors beautifully 
'•aaeled. This reflected the gracious dignity and 
prosperity of the times. Lighting Fixtures of this era 



became beautiful examples of the decorative arts. 

In reproducing fixtures for the Federal era, we have 
sought to make use of symbols such as the Amer- 
ican Eagle, and the stars and flags which were 
symbolic of the young republic. 

Home owners so frequently ask for ceiling fixtures 
and wall brackets of matching design that we have 
shown ensembles on these catalog pages. 



/I 




No. 1652 

One-light bracket with cut glass chimneys. Height 
10". Extends 51/2". Suitable for 25 watt flame type 
bulb. Has switch. Finishes: Weathered Brass or 
Pewter and Gold. 




No, 1S53 

Two-light bracket with cut glass chimneys. Height 
10''. Spread 9''. Suitable for 25 watt flai.'e' ^y^'^ 
bulb. Has switch. Finishes: Weathered Brass or 
Pewter and Gold. ^ ,^ho^\' , 



Afo. J 601 

Five-light ceiling fixture with cut glass chimneys. 
Over-all length 36'^ Spread 18''. Suitable for 25 
watt flame type bulbs. Finishes: Weathered Brass 
or Pewter and Gold. 



.I.:;C 
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No. 101 

Two-light bracket. Height 91/2". Spread 10". Made 
for French hook attachment. Has switch. Shields 
not included. Finish: Colonial Brass. 



No, 120 

Five-light celling fixture. Over-all length 33". 



Spread 22''. Shades not included. Finish: Colonial 
Brass. 

No. 224 

Three-light bracket with indirect light in center. Ht. 
11". Width 10". Extends 4%". Has intermediate 
sockets and 2-way switch. Finish: Col. Brass and Blk. 
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No. 109 

Two-light bracket with etched glass chimneys. 
Height B'\ Spread 7'\ Extends 4". Has switch. 
Finish: Colonial Brass and Black. 





No. 1724 

Two-light bracket. Back plate 7". Spread 9". Key- 
less socket. Finish: Colonial Brass and Black with 
center ornament in Pewter. 



No. 1726 

One-light bracket. Back plate SV-" x 6''. 
IT'. Extends 4''. Has switch. Finishes: 
and Gold or Colonial Brass. 



No. 1725 

Height Two-light bracket. Back plate 8W x 6''. Spread 

Pewter 8''. Extends 4". Has switch. Finishes: Pewtei and 

Gold or Colonial Brass. 
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No, 1702 

Two-light bracket. Back plate 5%'' 
flas switch. Finish: English Bronze. 



Spread 8' 



One-light bracket. Back plate 51/2''. 
Has switch. Finish: English Bronze. 



No. 1701 
Extends 5^'. 



No. 112 

Orie-light bracket. Back plate 5''. Extends 31/2' 
Has switch. Finish: Colonial Brass and Black. 



No. 108 

Two-light bracket. Back plate 5''. Spread 714''. 
Has switch. Finish: Colonial Brass and Black. 
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CHASE 
LIGHTING 
FIXTURES 




Suitable for 

Georgian Interiors 



In this Georgian dining room can be 
seen the No. 1714 Chase ceiling fix- 
ture and No. 1704 wall brackets. See 
page 30 for larger illustrations. 



The Chase Fixtures in this group are also suitable 
for homes furnished in the style of Queen Anne, 
Chippendale, Adam, Hepplewhite, Sheraton or 
Colonial. They are shown on pages 30, 31 and 32. 

The Georgian period expressed a dignified, leisurely 
order of life, which is reflected in this group of Chase 
Fixtures. In their creation we have favored the 
simpler Georgian designs because they are more 
fitting for the present day interiors. 



We have made use of shells, urns, fretwork, flame 
finials, leaves and swag decoration, thus giving 
these Chase Fixtures a character and individuality 
all their own. 

Made of Chase Brass and with beautiful, lasting fin- 
ishes, your customers get quality and a combination 
of good workmanship and reasonable {Prices when 
you sell them Chase Lighting Fixtures. 
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Has switch. Finish: Colonial Brass. Finish: Colonial Brass. 



No. 1714 

Five-light ceiling fixture with cut glass chimneys 
and crystal prisms. Over-all length 36'". Spread 
20". Finish: Colonial Brass. 
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No, 225 

One-light bracket with crystal prisms. Back plate 
8" X 4^ Extends 51/2''. Has switch. Made for French 
hook attachment. Finish: Colonial Brass. 



No. 222 

Two-light bracket with crystal prisms. Back plate 
8"' X 4''. Spread Has switch. Made for French 
hook attachment. Finish: Colonial Brass. 



iVo. 1713 

Five-light ceiling fixture with crystal prisms. Over- 
all length 36''. Spread 18''. Finish: Colonial Brass. 
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Two-light bracket with gunmetal mirror. Back plate Two-light bracket. Back plate 10" x 10". Spread 

^.V X 7". Spread 8". Keyless socket. Finishes: 7". Has switch. Finishes: Colonial Brass or Brushed 

Colonial Brass and Black or Brushed Pewter. Pewter. 

i^'v- r2o No, 425 

Oi.e ViC;h+ bracket. Back plate 9" x 5". Extends Two-light bracket. Back plate 9" x 41/2". Spread 

3ii". Has pull chain socket. Finish: Colonial Brass. 7%". Has switch. Finish: Black and Brass, 
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CHASE 
LIGHTING 
FIXTURES 




Suitable for 

Empire Interiors 



This attractive Empire room is lighted 
with the No. 1600 Chase ceiling fix- 
tUTe and the No. 1651 wall brackets. 
Larger illustrations of these fixtures 
are on page 34. 



Because Federal and Empire pariods were closely 
related in spirit and character, many fixtures may 
be used in either of these interiors. 

Adding characteristic symbols of the time, such as 
shields, bundles of arrows and wreaths of laurel. 
Chase Fixtures in this group make possible a choice 
of either simple classic forms or the more colorful 
fixtures typical of this period. 



For the person looking for lighting fixtures with the 
touch of Empire Symbols to go in rooms of this style, 
or for the many people who make their selections 
purely from eye appeal, this group offers a splen- 
did selection of matching fixtures. 

Like all other Chase Fixtures the basic metal of thif^ 
group is either rustproof Brass or Copper — sturdily 
constructed and reasonably priced. 
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One-light bracket. Length 10''. Back plate 5". Ex- 
tends 5y2'\ Has switch. Finishes: Black and Gold 
or Brushed Pewter and Gold, with crystal trim. 



No. leOQ 

Five-light ceiling fixture. Length 36''. Spread 18". 



Shades not included. Finishes: Black and Gold 
or Brushed Pewter and Gold, with crystal trim. 

No, 1651 

Two-light bracket. Height over-all 10". Back plate 
5". Spread 8i/^". Has switch. Finishes: Black and 
Gold or Brushed Pewter and Gold, with crystal trim. 
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No. 441 

Four-light ceiling fixture with metal shades to match. 
Over-all length 36''. Spread 16''. Finishes: either Em- 
pire White, Green or Red with Brass Trim. 

No. 42S 

Two-light bracket with metal shades to match. 
Height 10". Back plate 8" x 5". Spread 8". Has 
switch. Finishes: either Empire White, Empire 
Green or Empire Red with Brass Trim. 



No, 423 

Two-light bracket with metal shades to match. Back 
plate 13" X 4". Spread 9". Has switch. Finishes: 
either Empire White, Empire Green or Empire Red 
with Brass Trim. 

No, 440 

Four-light ceiling fixture with metal shades to 
match. Over-all length 36". Spread 16". Finishes: 
either Empire White, Empire Green or Empire Red 
with Brass Trim. 
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No. 1664 

One-light bracket. Height 14''. Extends 51/2''. Has 
switch. Shields not included. Finishes: Bone White 
and Gold or Pewter and Gold. 



No. 1665 

Two-light bracket. Height 14". Spread 81/2''. Has 
switch. Shades not included. Finishes: Bone White 
and Gold or Pewter and Gold. 



No. 1602 

Five-light ceiling fixture. Overall length 36". 
Spread 19". Shades not included. Finishes: Bone 
White and Gold or Pewter and Gold. 
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White or Pewter and Gold. White and Gold or Pewter and Gold. 

No. 1661 

Five-light ceiling fixture with cut glass chimneys. 
Over-all length 36". Spread 19''. Finishes: Bone 
White and Gold, or Pewter and Gold. 





CHASE 
LIGHTING 
FIXTURES 




Suitable for 

Neo Classic Interiors 



The Chase fixtures lighting this attrac- 
tive dining room are No. 1658 ceiling 
and No. 1660 wall brackets. Larger 
illustrations of these are on the oppo- 
site page. 



The Neo Classic or Modern style, although new, 
is decidedly growing in use. In reality it is a suc- 
cessful blending of Ancient and Modern motifs. 

In presenting our Neo Classic designs we offer en- 
sembles of beautifully decorated and original look- 
ing wall brackets and ceiling fixtures that have a 



modern feeling and inspiration which makes them 
very striking. They are shown on the opposite page. 

Unusual workmanship is apparent in every fixture, 
also the excellent quality of the materials, for we 
use nothing but the finest glass and only lasting 
Chase Brass as the basic material. 
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No. 1657 

Five-light ceiling fixture with cut glass chimneys 
and crystal trim. Over-all length 36''. Spread 20''. 
Finishes: Bone White and Gold or Pewter and Gold. 



No, 1659 

One-light bracket with cut glass chimneys and crys- 
tal trim. Height 13". Back plate 5^/4". Extends 
5". Has switch. Finishes: Bone White and Gold 
or Pewter and Gold. 



^ No, 1660 

Two-light bracket with cut glass chimneys and 
crystal trim. Height 13". Back plate 5^/4". Spread 
8". Has switch. Finishes: Bone White and Gold 
or Pewtar and Gold. 

No. 1653 

Five-light close-up ceiling fixture with cut glass 
chimneys and crystal trim. Over-all length 21". 
Spread 20". Finishes: Bone White and Gold or 
Pewter and Gold. 
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CHASE 
LIGHTING 
FIXTURES 





Suitable for 

Early English Interiors 



Lighting this charming English living 
room are the No. 721 wall brackets 
and No. 736 ceiling fixture. Larger 
illustrations of these fixtures are shown 
on page 42. 



The simplicity of the designs in these fixtures makes 
them equally suitable for Norman Houses and many 
may also be used in Early American, Dutch Colo- 
nial, Spanish, and Italian type houses. They are 
shown on pages 41 and 42. 

In this group, instead of creating wall brackets to 
definitely match the ceiling fixtures, we have fol- 
lowed the more desirable practice of creating brack- 



ets which, while related in design and finish, are 
sufficiently individual to permit the home owner to 
express his or her own ideas in the lighting decora- 
tion of a room or entire home. 

Therefore, any wall bracket can be used success- 
fully with the ceiling fixtures of this group, for in 
designing them we have purposely avoided the 
look of obviously matched sets of fixtures. 



No, 715 

Two-light bracket. Height 131/2". Spread 10''. Has 
switch. Finishes: Half Polished Iron, English Bronze. 

No. 1708 

Two-light bracket. Height W\ Spread 10". Has 
switch. Finish: Half Polished Iron. 



No. 1705 

Five-light ceiling fixture. Over-all length 36". 
Spread 20" Finishes: Half Polished Iron and English 
Bronze. 

No. 713 

Two-light bracket. Height 91/2". Width 9". Has 
switch. Finishes: Half Polished Iron, English Bronze. 




No. 719 



No. 711 Two-light bracket. Height 121/2^ Spread 9". Made 

Two-light bracket. Height 13''. Spread 10^/2". Has for French hook attachment. Has switch. Finishes: 

switch. Finishes: Half Polished Iron, English Bronze. Half Polished Iron and English Bronze. 
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CHASE 
LIGHTING 
FIXTURES 




Suitable for 

Classic Modern Interiors 



The No. 1719 ceiling fixture and ATo. 
526 wall brackets contribute to the 
beauty of this fine modern living room. 
Larger illustrations of these fixtures 
are shown on pages 44 and 45. 



In presenting this group of Chase Classic Modern 
Lighting Fixtures, which are shown on pages 44, 45, 
46 and 47, we answer the unprecedented need for 
modern looking and well designed fixtures. We 
have combined the best in modern design with 
modern scientific lighting. 

The center ceiling fixture is usually the dominating 
source of light in most modern interiors. For such 
interiors we have created both close and hanging- 



type fixtures that are suitable for modern homes. 

For supplementary lighting as well as good-looking 
and nicely proportioned fixtures, the wall brackets 
are used successfully with any of the ceiling fix- 
tures in this group. 

Many of the Chase Classic Modern Fixtures make 
use of a beautiful, lustrous, non-tarnishing chro- 
mium finish and only the finest glassware is used. 
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No. 523 



One-light bracket. Height 111/2''. Width 3i/4". Has 
frosted glass cylinder and a satin finish carved 
glass leaf design. Pull chain socket. Finish: Satin 
Chromium. 

No, 1707 

Two-light ceiling fixture. Over-all length 36". Has 



14" Satin finish glass bowl with ornamented silver 
design, also crystal trim. Finish: Brushed Pewter. 

No. 532 

Two-light bracket. Height 13". Over-all width 31/2". 
Extends 4". Satin finish glass cylinder. Has 
switch. May be used in either horizontal or vertical 
position. Finish: Satin Chromium. 
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No. 646 No. 540 
One-light ceiling fixture. Over-all length 36^'. Six-light ceiling fixture. Has four lights in the frosted 
Over-all width is 13'^ It has a glass globe which glass pockets and two lights in the center sphere, 
is 10%'' in diameter. The glass globe has a satin Length 36''. Width 16". Has 3-way switch which con- 
finish with star decorations. Finish: Brushed Pewter. trols lights separately. Finish: Polished Chromium. 
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[ISCELLANEOUS WALL BRACKETS 



t 



610 




No. 323 

One-light bracket. Height 111/2". Back plate 8". 
Extends 5''. Has gunmetal mirror and clear etched 
glass chimney. Has switch. Finish: Colonial Brass. 

No. 610 

One-light bracket. Height 10''. Spread 71/2''. Ex- 
tends 3^". Has switch. Finish: Colonial Brass 
with Green center. 



4%''. Has switch. Finish: 
Fresnal glass panel. 



Colonial Brass and Green 



No. 321 



One-light bracket with clear etched glass chimney 
and gunmetal mirror. Height 111/2". Width 6". 
Back plate 8" x 6". Extends 4". Has switch. Fin- 
ish: Colonial Brass. 

No. 613 



No. 611 

One-light bracket. 



Height 13''. Width 7". Extends 



Two-light bracket, 
plate 71/2". Has 
and Green center. 



Height 10". Spread 71/2". Back 
switch. Finish: Colonial Brass 
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No. 1656 

Two-light hanging lantern. Over-all length 36". 
Lantern is square. Has clear glass panels 

with engraved design. Finish: Colonial Brass. 

No. 422 

One-light wall lantern. Height 13". Width 6". Ex- 
tends 4-!^". Fitted with clear glass panels. The 
two side panels are decorated with Silver etched 
Chinese figures. Finishes: Empire Red or Empire 
Black with Brass Trim, inside is finished in White. 



No. 014 

One-light wall lantern. Height 14". Width 6%". 
Extends 3^/^". Fitted with light amber antique glass 
panels. Finish: Colonial Brass inside is White. 

No. 1720 

Four-light hanging lantern. Over-all length 36". 
Width of lantern 8". Fitted with clear glass 
panels which have an engraved design. Fin- 
ished in Colonial Brass. 



No, 1723 

Three-light hanging lantern with clear glass globe. 
Over-all length 36^'. Width of lantern lOVo". Fin- 
ish: Colonial Brass. 



No. 107 

One-light wall lantern with a clear glass globe. 
Height over-all 15''. Width 6". Extends 61/2". Back 
plate 3%'^ Finish: Colonial Brass and Black. 



No. 106 

One-light wall lantern with clear glass chimney 
and panels. Height 17". Width 81/2". Extends 61/2". 
Finish: Colonial Brass and Black, inside finish. Red. 



No. 240 

Three-light hanging lantern with clear glass cylin- 
der. Over-all length 36". Height of Lantern 2I14". 
Width 93/3". Finish: Colonial Brass. 




No. 1235 

One-light hanging lantern with frosted glass cylin- 
der and clear lines. Glass size 6" x 7". Over-all 
height 14^/4^'. Fin.: English Bronze or Colonial Brass. 



No. 1241 

One-light fixture with cut glass chimney. Over-all 
length 12^8". Width SVa". Finishes: Pewter and 
Gold, English Bronze, Colonial Brass. 




No. 1654 

Three-light hanging lantern. 



size 7" X 8". Over-all length 36' 
Brass or Pewter and Gold. 



Finishes: Colonial 



No. 1655 



Clear glass cylinder 



One-light hanging lantern. Has a frosted globe with 
clear lines and ball design. Over-all length 36". 
Height of lantern 8". Finishes: Colonial Brass or 
English Bronze. 

No. 1264 

One-light close-up lantern. Has a frosted globe with 
clear lines and ball design. Over-all length 12". 
Length of globe 8". Finishes: Enghsh Bronze or 
Colonial Brass. 
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No. 1266 

One-light bracket. Back plate 41/2". Height 8". Extends 41/4". Has 
switch. Finishes: English Bronze, Colonial Brass, Ivory and Gold, 
Pewter and Gold. 

No. 1104 

One-light bracket. Back plate 4y2". Extends 4%". Has switch. 
Finishes: English Bronze, Colonial Brass, Ivory and Gold. 

No. 1198 

Two-light bracket. Back plate S^A'' x ZVs"- Spread 7V2". Has 
switch. Finishes: Pewter and Gold, Ivory and Gold, English 
Bronze, Copper and Weathered Brass. 



No. 1202 

One light bracket. Back plate SV^" x Z%" 



Extends 4-%" 



Has switch. Finishes: Pewter and Gold, Ivory and Gold, English 
Bronze, Copper and Weathered Brass. 

No. 11055 

One-light bracket with satin finish etched glass cylinder. Back 
plate 5" X 3%". Extends 4". Has switch. Finish: Ivory and Gold. 

No. 1265 

Two-light bracket. Back plate 41/2". Height 8". Spread iVz'- 
Extends 3". Has switch. Finishes: English Bronze. Pewter and 
Gold, Ivory and Gold, Colonial Brass. 

No. 1106 

Two-light bracket. Back plate V/o". Height 8". Spread TVs". 
Extends 3". Has switch. Finishes: English Bronze, Colonial Brass, 
Ivory and Gold. 
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BEDROOM CEILING FIXTURES 





1 254 





No, 11047 

Three-light ceUing fixture. Over-all height 11". Diam- 
eter 2V2". Finishes: English Bronze or Pewter and 
Gold. 



No. 1254 

Three-light ceiling fixture. Height 5". Diameter 
Finishes: Ivory and Gold, Pewter and Gold. 



10". 



No. 11056 

Three-light ceiling fixture with satin finish etched 
glass cyhnders. Over-all length 13". Width 10". 
Finish: Ivory and Gold. 



No. 1259 

Two-light ceiling fixture. Oval plate 8" x 6". Extends 
4^2". Finishes: Ivory and Gold, Pewter and Gold, 
English Bronze. 

No. 1099 

Three-light ceiling fixture. Over-all height 10". 
Width 10". Finishes: English Bronze, Colonial Bronze, 
Ivory and Gold. 

No. 1255 

Three-light ceiling fixture. Height 4". Diameter BVz". 
Finishes: Pewter and Gold, Ivory and Gold. 
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FOR KITCHENS. PANTRIES AND BREAKFAST NOOKS 





No. 1154 

One-light chain pendant. Over-all height 36". AY-^" canopy. 
2%" holder. 6" Opalescent glass reflector. Pull chain socket. 
Finishes: Polished Chromium, White Enamel. Order No. 1055 
for keyless socket. 



No, 1134 

One-light bracket. Height 9V1'". Back plate 4%" 
9%". Opalescent glass shade. Has key socket. 
Polished Chromium or White Enamel. 



Extends 
Finishes: 



No. 1258 

One-Hght ceiling fixture with glass globe 9%" dia. Over-all 
height 9 Mi". Holder 4". Has keyless socket. Finishes: Pol- 
ished Chromium, White Enamel. Order No. 1257 if pull chain 
is desired. 



No. 1125 

One-light bracket. Back 4V1'". Extends 9". Has an Opalescent 
glass reflector. Finishes: Polished Chromium, White Enamel. 



No. 1246 

Three-light ceiling fixture wiXh an 11" metal shade. Over-all 
length 36". Finishes: Toned Pewter with Red shade or toned 
Pewter with Green shade. 



No. 1232 

Two-light ceiling fixture. Diameter 13". Has 12" Opal, glass 
bowl. Height 7", Finishes: Satin Chromium, English Bronze, 
Toned Pewter. Order No. 1230 if a 10" bowl is desired. 
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BATHROOM BRACKETS 







Extends 2%". Turn 
Polished Chromium. 



No. 1098 

One-light bracket. Height iVs". Width iV^" 
knob switch and convenience outlet. Finish: 
Order No. 1048 if keyless socket is desired. 

No. 1125 

One-light bracket. Back plate 4yo". Extends 9". Has an Opal, 
glass reflector and holder. Finishes: Polished Chromium, 

White Enamel. 

No. 531 

One-light bracket with frosted etched glass reflector. Height 8 % 
Width 4%". Extends Has switch. Finish: Polished Chro- 

mium, 

No. 1075 

One-light bracket. Height iVz"- Width 41/4". Extends 2%". Turn 
knob socket. Finish: Polished Chromium, Order No. 1049 if key- 
less socket is desired. Order No. 1214 for pull chain socket. 



No. 1256 

One-light bracket with satin finish glass cylinder. Back plate 5%" 
x 3Vs". Extends 4". Has switch. Finish: Polished Chromium. 



No. 1200 

Extends 31/2". Has 



One-light bracket. Back plate 5^4" x SVs' 
switch. Finish: Polished Chromium. 

No. 1193 

One-light bracket with Opal, glass reflector. Back plate 4%" x 
3Vo". Extends 7". Has pull chain socket. Finish: Polished Chro- 
mium. Order No. 1252 if keyless socket is desired. 

No. 1226 

One-light bracket with Opal, glass cylinder size IV2" x 7". Back 
plate 51/4" X 3%". Extends 3V4'. Has switch. Finish: Polished 
Chromium. Order No. 1267 if keyless socket is desired. 
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I 



BEAM LIGHTS 




Width 8" 



Width 5" 



Finishes: 



Finishes: 



No. 642 

One-light ceiling fixture. Height 4% 
Colonial Brass or Toned Pewter. 

No, 1566 

One-light ceiling fixture. Height 5^2 
Polished Chromium, Polished Gold, Toned Pewter, English Bronze, 

No. 1089 

One-light ceiling fixture. Height 6". Width bVo". Finishes; 
Polished Chromium, Ivory, Colonial Brass. Has pull chain socket, 
Order No. 1088 if keyless socket is desired. 

No. 546 

One-light ceiling fixture. Height SV2 
Polished Chromium or Colonial Brass. 

No, 343 

One-light ceiling fixture. Height 5" 



Pewter and Gold or Black and Gold. 

One-light ceiHng fixture. Height SM?". Width 5" 
and Gold or Toned Pewter. 



No. 1565 

Finishes: Ivory 



One-light ceiling fixture. Height ^Y^'. Width 8". 
Colonial Brass or Toned Pewter. 



No. 643 

Finishes: 

No. 1199 

Finishes: 



Width SV2". Finishes: 



Width 6%''. Finishes: 



One-Hght ceiling fixture. Height 5". Diameter 6M>''. 
English Bronze, Polished Chromium or Pewter and Gold, 

No. 1116 

One-light ceihng fixture. Height IV^", Width 4Vt'^ Finishes: 
Polished Chromium, White Enamel. Order No. 2 J 33 if keyless 
socket is desired. 
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BRACKET LANTERNS. 




No. 1711 

One-light bracket lantern. Height of Lantern 13" 
Width 8V2'\ Extends 9". Has antique glass panels, 
Waterproof socket. Made of Copper. Finishes: 
Stained Copper or Black. 



No, 1710 

One-light bracket lantern with irregular antique 
glass globe. Height 14". Extends 8". Made of either 
Chase Brass or Copper. Finishes: Stained Copper or 
Black. 



No. 066 

One-light bracket lantern with antique glass panels. 
Height of Lantern 16^4". Width 8V2". Extends 12". 
Made only of Chase Brass. Has waterproof socket. 
Finishes: Colonial Brass or Black. 



No. 1709 

One-light bracket lantern with frosted glass cylinder. 
Height of lantern 14%". Width 61/2". Extends SVi", 
Made of either Chase Brass or Copper. Finishes: 
Stained Copper, Black, Colonial Brass. 
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BRACKET LANTERNS 




No. 1706 

One-light bracket lantern with a frosted glass cylinder. Diameter 
SVo". Over-all height 14". Extends 9". Has waterproof socket. 
Made of Chase Copper. Finish: Half Polished Iron. 

No. 067 

One-light bracket lantern with frosted glass cylinder. Height of 
lantern 10%". Width IV^"^ Extends lO^A". Made of Chase 
Brass or Copper. Finishes: Stained Copper, Black, Colonial Brass. 




No. 1722 

One-light wall lantern. Height 14". 



Width 6 1/2". Extends 3V2". 



Has antique glass panels and waterproof socket. Made of Chase 
Copper. Finish: Stained Copper. Inside Finished in Aluminum. 

No. 1712 

One-light bracket lantern with a frosted glass cylinder. Height 
13". Diameter 5V1>". Extends 8". Has waterproof socket. Made 
of Chase Copper. Finish: Half Polished Iron. 

No. 1215 

One-light bracket lantern with frosted glass cylinder. Back plate 
414" square. Extends 6". Height of lantern SVs". Made of 
Chase Copper. Has waterproof socket. Finish: Stained Copper. 



58 



HANGING IJJSJTERNS 






No. 018 

One-light hanging lantern with a frosted glass cyl- 
inder. Over-all length 36''. Height of lantern 12". 
Width 71/4''. Made of Chase Brass or Copper. Has 
waterproof socket. Finishes: Stained Copper, Black, 
Colonial Brass. 



No. 016 

One-light hanging lantern with antique glass panels. 




Over-all length 36". Height of lantern 11 y2". Width 
BVz". Has waterproof sockets. Made of Chase Cop- 
per. Finishes: Stained Copper, Black. 

No. 015 

One-light hanging lantern with antique glass panels. 
Over-all length 36". Height of lantern 14". Width 
8%". Has waterproof socket. Made of Chase Brass 
or Copper. Finishes: Colonial Brass, Black. 
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HANGING LANTERNS 





No. 1716 

One-light hanging lantern with a frosted glass cylinder. Over-all 
length 36'^ Height of lantern 13". Width 5 1/2". Has waterproof 
socket. Made of Chase Copper. Finish: Half Polished Iron. 

No. 017 

One-light hanging lantern with a frosted glass cylinder. Over-all 
length 36", Height of lantern 14 yg". Diameter 4%". Has water- 
proof socket. Made of Chase Copper. Finishes: Stained Copper, 
Black, Colonial Brass. 



No. 077 

One-light hanging lantern with an antique bubble glass globe. 



Height of lantern liy^". Over-all length 36". Width 61/4". Has 
waterproof socket. Finishes: Colonial Brass, Black, Stained Copper. 

No. 732 

One-light hanging lantern with a frosted glass cylinder. Over-all 
length 36". Height of lantern 14". Diameter 6^2". Has waterproof 
socket. Made of Chase Copper. Finish: Half Polished Iron. 

No. 1225 

One-light hanging lantern with a frosted glass cylinder. Over-all 
length 12". Height of Lantern 9%". Made of Chase copper. Has 
waterproof socket. Finish: Stained Copper. 
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SHADES AND SHIELDS 







No. 8222-8225-8228 

Parchment shade. Over-all height 4". Top SVi". Bot- 
tom AV4". Has candle clip holder. Color: Antique 
with bright gold decorations as shown above. 

No. 8221 - 8224 - 8227 

Parchment shade. Over-all height 8^2". Top 3". Bot- 
tom 4". Has candle clip holder. Color: Antique with 
bright gold decorations as shown above. 



No. 8220 - 8223 - 8226 

Parchment shield. Over-all height 3%". 



Width 4". 



Has candle clip holder. Color: Antique with bright 
gold decorations as shown above. 



No, 8229 

Silk shield. Over-all height 3V4'\ 
candle clip holder. Color: White. 



Width 4". Has 



No. 8230 

Silk shade. Over-all height 4". Bottom AV^", Top 
GVi". Has candle clip holder. Color: White. 
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GENERAL INFORMATION 



Stock 

While we cannot guarantee to have all items in stock at all 
times, we do endeavor to keep a stock which will enable 
us to make prompt shipments. 

Packing 

Our merchandise is carefully packed and should arrive in 
good condition. Claims ior damaged merchandise should be 
taken up with the transportation company. 

Special Finishes 

It is impossible for us to have a standard charge for special 
finishes because some fixtures require so much more time 
lhan others. We will gladly quote the additional cost for 
special finishes. 



Ordering 

When ordering, please use catalog numbers, also state the 
finish desired and how you want your goods shipped. 

Returned Goods 

Merchandise is not to be returned without securing written 
permission in advance. Goods returned without our permis- 
sion will not be accepted. 

Terms 

When credit has been established, 2% discount will be al- 
lowed on all invoices paid on or before the tenth of the 
month following date of shipment. AH shipments are F. O. B. 
Waterbury, Conn. If a sales tax is enacted it will be added 
to the invoice covering the shipment of any articles in this 
catalog. 
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1651 


34 




1726 


27 


426 


35 




1133 


56 




1249 


15 




1652 


25 




11047 


53 


440 


35 




1134 


54 




1250 


17 




1653 


25 




11055 


52 


441 


35 




1142 


21 




1251 


12 




1654 


51 




11056 


53 



62 



PRICE LIST 
Chase Residential Fixtures 



Effective February 1st. 1937 



No. 


LIST 




No. 


LIST 




No. 


LIST 




No. 


LIST 


UJ. 1 








<R 9 7(1 
4} z. / u 






$ 7.00 




1655 


$14.50 




10. uu 




DU 


9 70 

Z. / u 




1 9An 


21.75 




1656 


33.00 


ulo 


o 1 nn 




DftO 


00. uu 




1 941 


7.50 




1657 


42.00 


Ulb 


1 Q nn 
lo.UU 




71 1 
/ i 1 


1 9 nn 

IZ.UU 




1 949 


21.00 




1658 


42.00 


Ul / 


1 n on 

lU.cSU 




71 ^ 
/ iu 


1 n n 

i o.UU 




1 94^^ 

1 Zi*±0 


6.00 




1659 


11.50 


mo 
Ulo 


lo.ou 




71 ^ 
/ lO 


1 9 nn 

iZ.UU 




1 9AA 


8.40 




1660 


16.50 


non 
UZU 


Q cn 




71 Q 
/la 


1 9 nn 

IZ.UU 




1 9A'=i 


12.00 




1661 


39.00 


no 1 


Q cn 




79 1 
/Zl 


1 T nn 

lo.UU 




1 9AR 


1 ? fiO 

1 o.ou 




1662 


10.80 




o no 
o.UU 




709 
/OZ 


91 nn 

Z X .UU 




1 9A7 

1 Zt / 


R nn 




1663 


15.75 


no A 


c 'yR 




/ oD 


'^R nn 

OD.UU 




1 9Afi 


6.45 




1664 


9.00 


no c 


1 n t:n 
iU.oU 




lU4o 


9 7n 
z. / u 




1 9AQ 


fi 4n 




IfiRS 


12.00 


noo 

Uzb 


T cn 




1 nAQ 

lU4o 


9 9'\ 
z.zo 




1 9sn 

1 zou 


i'^ sn 

I o.ou 




1700 


5.00 


non 


OQ nn 

oy.uu 




lUOO 


^n 




19m 

1 ZO 1 


19 nn 




1701 


5.70 


no 1 

Uol 


OQ nn 




LU/ 0 


9 An 




1 9R9 

iZOZ 


<^n 

O.OU 




1702 


7.50 


nco 

Uob 


OO cn 
ZZ. oU 




lUoo 


1 ^n 

1 .OU 




1 9RA 

I ZOt 


7 sn 

/ >ou 




1703 


10.00 


Ub/ 


1 o nn 
iZ.UU 




1 nQQ 

lUOO 


1 RR 

1 .DO 




1 9SS 


fin 




1704 


16.75 


lUl 


1 c nn 
lo.UU 






nn 

o.UU 




1 9SR 
1 ^ou 


4 Rn 




1705 


30.00 


1 nc 
lUb 


on nn 
oU.UU 




1 riQQ 
luyy 


Q nn 

a.UU 




1 9'>7 

1 ZO / 


nn 

o.UU 




1706 


22.50 


1 n"? 
lU/ 


1 0 nn 
IZ.UU 




1 1 ni 

1 1 U 1 


1 9 nn 

IZ.UU 




1 9Sft 

1 ZiOO 


9 7n 




1707 


25.50 


1 no 
lUo 


yi cn 
4.0U 




1 1U4 


^ '^n 
o.ou 




1 9RQ 


nn 

o.UU 




1708 


12.00 


1 no 

luy 


1 Q nn 
ly.UU 




1 1 OR 
1 lUD 


A Rn 




1 9R1 


'^n nn 

OU.UU 




1709 


15.00 


1 1 o 

1 iz 


0 TC 

o./O 




I 1 1 R 

I I ID 


1 9n 

1 .ZU 




1 9R9 


1 sn 

J. o.ou 




1710 


12.00 


1 on 
1/U 


OQ nn 




1 1 9^ 
1 1 ZO 


z.oo 




1 9R^ 


q nn 

o.UU 




1711 


19.80 


oon 


1 0 'TC 

IZ./O 




1 1 '^T 
1 loO 


1 '^R 

1 .00 




1 9RA 


19 no 

1 Zl.UU 




1712 


21.00 


OO 1 


1 0 nn 
IZ.UU 




1 1 '^4 
i 1 0 ft 


9 7n 

z. / u 






4.65 




1713 


45.00 


OOO 


1 Q nn 
lo.UU 




1 1 AO 


9A nn 




1 9Rfi 


3.45 




1714 


54.00 


OOO 

zZo 


c 'yc 
b./o 




1 1 Rn 

1 IDU 


7 "^n 

/ .OU 




1 9R7 


Qn 

o.ou 




1716 


19.50 


oo>i 
ZZ4 


1 c cn 

ID.OU 




11^1 

1 1 O 1 


1 n fin 

1 U.OU 






14.50 




1717 


13.50 


225 


12.00 




1154 


0 •7C 

o./o 




1 CO 1 

lool 


1 0 nn 
IZ.UU 




1 71 Q 
1 / io 


1 9 nn 

IZ.UU 


Z4U 


OQ nn 

jy.uu 




1 1 QO 

1 lyo 


A 9n 

rl.ZU 




1 RRR 

iOOO 


m sn 

X U.OU 




1719 


18.00 


OO 1 

oZi 


1 c cn 
Ib.OU 




1 1 Qfi 

1 1 v70 


R 9"^ 

o.zo 




I \J\jO 


7.50 




1720 


45.00 


OOO 

oZo 


1 A cn 
14. OU 




1 1 QQ 


7R 
0. / 0 




1 sRn 

1 oou 


4 sn 




1722 


15.00 


Oyl O 


c Ar\ 
0.4U 




1 9nn 

IzUU 


nn 

o.UU 




1 RRl 

1 OU 1 


4 fin 




1723 


39.00 


>1 OO 

4ZZ 


OA nn 
Z4,UU 




1 9n9 
izuz 


Rn 

o.ou 




1 RR9 

X OUZi 


R qn 

u*ou 




1724 


10.00 


A OO 

4Zo 


o 1 nn 
Zl.UU 




1 91 A 
1Z14 


9 

z.oo 




1 ^RS 

1 OOO 


1 QS 

1 .00 




1725 


8.00 


y| oc 
4Zo 


1 n cn 
lU.oU 




191"^ 
IZIO 


fi 7n 

0. / u 




1 RRR 

1 OQQ 


1 fiS 
1 *uo 




1726 


6.75 


A OC 

4Zb 


o 1 nn 
Zl.UU 




1917 
IZl / 


99 '\n 
zz.ou 




1 '^Rft 
iOQO 


Q nn 

o.UU 




11047 


7.50 


>i yfn 
44U 


A o nn 
4Z.UU 




1 91 Q 
IZlO 


7 ^n 

/ .OU 




1 ^RQ 

1QDC3 


R An 

o.*±u 




11055 


6.00 


A A 1 

441 


AO nn 
4Z.UU 




1 9 1 Q 

iziy 


A "^ n 




1 R7n 

iO/ U 


R nn 

U.UU 




11056 


15.00 


coo 
aZZ 


1 C *7C 

10. /O 




1 99n 
izzu 


9A nn 

ZfK.UU 




1 R79 


1 ^ 7R 
1 0. / 0 


















523 


13.50 




1222 


5.70 




1573 


13.20 




SHADES AND SHIELDS 


526 


20.00 




1223 


16.50 




1574 


3.00 




8220 


$0.45 ea. 


528 


15.75 




1224 


5.25 




1575 


24.00 




8221 


.45 ea. 


531 


9.75 




1225 


8.40 




1576 


9.00 




8222 


.45 ea. 


532 


11.70 




1226 


4.95 




1600 


39.00 




8223 


.45 ea. 


540 


30.00 




1230 


10.50 




1601 


42.00 




8224 


.45 ea. 


541 


22.50 




1232 


15.00 




1602 


30.00 




8225 


.45 ea. 


545 


45.00 




1233 


25.50 




1650 


6.60 




8226 


.45 ea. 


546 


2.70 




1235 


10.50 




1651 


9.00 




8227 


.45 ea. 


610 


9.00 




1236 


16.50 




1652 


8.50 




8228 


.45 ea. 


611 


10.50 




1237 


19.50 




1653 


11.50 




8229 


1.80 ea. 


613 


13.50 




1238 


25.50 




1654 


18.75 




8230 


1.80 ea. 



Important: All prices are subject to change without notice. Price lists are not to be considered 
as outstanding offers but all orders shall be subject to acceptance by this company at its home 
office in Waterbury, Connecticut. 



1 



! 
I 




(Printed in U. S. A.) 

i 



CHASE BRASS & COPPER CO. 

— iNCORPORATEO^ 
Subsidiary af Kinnecott Copper Corporation 




